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CONNECTOR
PORT 1 MS3112E-10-6P
OR EQUIVALENT 1.375 1.750 TYP
FOR ACCESS TO MANUAL OVERRIDE 5.6 MAX 4X MOUTNING HOLES

LOOSEN (2) CAPTIVE SCREWS 10-32 UNF -2B V¥ .38
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Waveguide Switch - WR137 Series

3 3
2 { } 4 2 { } 4
1 1
Pos. 1 Pos. 2
R.F. PATHS
Frequency: 5.85t0 8.20 GHz
VSWR: 1.05:1 Max
Insertion Loss: 0.02 dB Max
Isolation: 70 dB Min.
Power: 12.0 KWCW Max. o0—
Unpressurized: 320.0 KW Peak
Flange: See Flange Table
Yoltage: See Voltage Table DRIVE VOLTAGE FLANGE
Switching Time 100 mS Max, OPTIONS OPTIONS OPTIONS
Matenal: it b)) LATCHING 12 VDC CPR FLAT
Finish: Iridite per MIL-C-5541 ‘ ‘
Paint Dull Black Enamel PULSE 15 VDC CPR GROOVE ‘ ‘ ‘
Pressure: 30 PSIG (RF Head Only) LATCHING 24 VDC CMR
Drive: o I;’atented Logus | Motor FAILSAFE 28 VDG | IAd I E:Jj I % E_) MEt (E)
_(I?pera_tmg Life: ,000,(_)00_ Cycles . TTL 28VDC nd. nd. nd. (+) otor
emp: Operating: -40°C to +85°C Pos.1 Com. Pos.2 Pos.1 Com. Pos. 2
Non-Operating: -55°C to +100°C 115 VAC
Humidity: 0 to 100%, Fully Weatherized 230 VAG LATCHING, SHOWN IN POSITION 1
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