LOGLIS#

MANUAL OVERRIDE &

/ POSITION INDICATOR

Coaxial Switch - LMC224BKL Series
DPDT, 2.92 MM, Latching, 1 Set Indicators

3.25 MAX

al

Frequency (GHz):
VSWR (Max):
Insertion Loss (Max):
Isolation (Min):
Power (Max):

RF Impedance:
Voltage:
Current:
Switching Time:
Material:

RF Contacts:
Finish:
Temperature:
Humidity:

RoHS Compliant
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DCto 6 6to 12 12t0 18 18t026.5 26.5t040 (%3 45) °od
0 (o} 0 0 26. 5to
1.3:1 1.4:1 1.5:1 1.7:1 2.0:1
0.2dB 0.4 dB 0.5dB 0.7 dB 0.9dB POS. 1 POS. 2
70 dB 60 dB 60 dB 55 dB 50 dB SWITCH POSITIONS
100 WCW 70 WCW 45WCW 25 WCW 10 WCW
50 ohms
See Table O l IR?ST%SRI l
See Table
60 mS Max.
Aluminum (RF Assy)
Break Before Make
Iridite per MIL-DTL-5541, Type Il Class 3 | OPTON | VOLTAGE | CURRENT [ Arcsuppression |
Paint Dull Black Enamel 8 12 VDC 1.0 AMP | | |
, 9 15VDC 1.0 AMP D E F A B c |
Operating: -10°C to +71°C - 24 VDG 10 AMP
P 0 o - Ind. Ind. Ind. Mot

g?gb%E/?’rﬂQ%c;nZSe n%;go+n100 c > 28 VDC | 10AMP PoS'1 Common POS2  Pos1 Common Pos2

LATCHING, SHOWN IN POSITION 1

Model # ex. LMC224BKL 3
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Voltage



