LDGUS@ Coaxial Switch - LWTC224BKL Series e
DPDT, TTL, 2.92 MM, Latching, 1 Set Indicators
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Operating Notes: RoHS COMPLIANT ﬁ
1 2 1 2
1. Active logic switch command duration must be greater than 100 mS.
2. Maximum switching rate not to exceed 30 per minute. Qg 49 3 4
3. Supply to Pin D (Pos. 1) or Pin F (Pos. 2) is 3.0 to 5.5 Vdc. Current draw is 5 mA @ 5 Vdc.
POS. 1 POS. 2
Frequency (GHz): DCto 6 6to 12 1210 18 18t026.5 26.5t040
VSWR (Max): 1.3:1 1.4:1 1.5:1 1.7:1 2.0:1 SWITCH POSITIONS
Insertion Loss (Max): 0.2dB 0.4 dB 0.5dB 0.7 dB 0.9dB
Isolation (Min): 70 dB 60 dB 60 dB 55 dB 50 dB LOGUS
Power (Max): 100 WCW 70 WCW 45WCW 25 WCW 10 WCW © l MOTOR l
Voltage: See Table 8 12 VDC 1.0 AMP
Current: See Table
L . 9 15VDC 1.0 AMP
Switching Time: 60 mS Max.
wi ing 1 X 7 24 VVDC 1.0 AMP | LOGIC | %
Material: Aluminum (RF Assy) 2 28 VDC 1.0 AMP [ [ [ [
RF Contacts: Break Before Make
Finish: Iridite per MIL-DTL-5541, Type Il Class 3 IDd IEd le PA - PC . VE; de CK SEG |
i na. na. na. 0Os. Os. - (o3 + C ase ares
Paint Dull Black Enamel Pos.1 Common Pos.2 Logic Command Nominal Voltage Ground P
Temperature: Operating: -40°C to +85°C
Non-Operating: - 55°C to +100°C LATCHING, TTL SHOWN IN POSITION 1
Humidity: 0 to 100%, Fully Weatherized
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